INFRARED
TECHNOLOGY GAS SENSOR MIPEX-04-X-RX-3.5

micropover gas sensing DATA SHEETULTRA-LOW POWER
MGS

Ordering info

Part number structure:

MIPEX-04-X-XX-3.5

Target gas:
1. CH,
2. C3Hs RX-code

RX-code refers to measurement range, calibration gas and temperature range.

Part number Target gas Calibration Measuroement Temperagure RX-code

gas range, % vol. range, °C

MIPEX-04-1-00-3.5 0...2.5 00

MIPEX-04-1-10-3.5 0...5 -10...+40 10

MIPEX-04-1-20-3.5 0...100 20

MIPEX-04-1-01-3.5 0...2.5 01

MIPEX-04-1-11-3.5 CHa 0...5 -40...+60 11

MIPEX-04-1-21-3.5 0...100 21

MIPEX-04-1-02-3.5 CHa 0...2.5 02

MIPEX-04-1-12-3.5 0...5 -20...+50 12

MIPEX-04-1-22-3.5 0...100 22

MIPEX-04-1-61-3.5 0...1.5 61
-40...+60

MIPEX-04-1-71-3.5 0...2.5 71

CsHs

MIPEX-04-1-62-3.5 0...1.5 62
-20...+50

MIPEX-04-1-72-3.5 0...2.5 72

MIPEX-04-2-61-3.5 0...1.5 61
-40...+60

MIPEX-04-2-71-3.5 0...2.5 71

CsHs CsHs

MIPEX-04-2-62-3.5 0...1.5 62
-20...+50

MIPEX-04-2-72-3.5 0...25 72
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