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Issued to:  

MGS TECHNOLOGY DOO
Bulevar Patrijarha Germana 91, Beli Potok, Beograd, RS
This certificate confirms that representative samples of:
JOVE2 - Flammable Gas Sensors for Use in Intrinsically Safe 
Apparatus for Use in Zone Classified Hazardous Locations - 
Component
JOVA2 - Flammable Gas Sensors for Use in Intrinsically Safe 
Apparatus for Use in Hazardous Locations - Component
See Addendum Page for Product Designation(s). 

Have been evaluated by UL in accordance with the component requirements in the 
Standard(s) indicated on this Certificate. UL Recognized components are incomplete 
in certain constructional features or restricted in performance capabilities and are 
intended for installation in complete equipment submitted for investigation to UL LLC.

UL 60079-11, Edition: 6, Issue Date: 2013-02-15, Revision Date: 
2023-01-25
UL 60079-28, Edition: 2, Issue Date: 2017-9-15, Revision Date: 
2021-12-7
UL 60079-0, Edition: 7, Issue Date: 2019-3-26, Revision Date: 2020-
4-15
UL 913, Edition 8, Issue Date 2013-12-06, Revision Date 2022-05-
10
Additional Information:
See UL Product iQ® at https://iq.ulprospector.com for additional information.

 Certificate Number(s):
UL-US-2417098-3
UL-US-2417097-3

Report Reference:
E534203-20231023

Issue Date:
2026-05-19

This Certificate of Compliance indicates that representative samples of the product 
described in the certification report have met the requirements for UL certification. It 
does not provide authorization to apply the UL Recognized Component Mark. Only the 

Certificate of 
Compliance

 



C E R T I F I C A T E  O F  C O M P L I A N C E
Certificate number(s): UL-US-2417098-3, UL-US-2417097-3

Report reference: E534203-20231023
Issue Date: 2026-05-19

Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized 
licensee of UL. For questions, please contact UL Solutions Customer Service at https://www.ul.com/contact-us.
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Authorization Page that references the Follow-Up Services Procedure for ongoing 
surveillance provides authorization to apply the UL Mark. 

Only those products bearing the UL Recognized Component Mark should be 
considered as being UL Certified and covered under UL’s Follow-Up Services. 

Look for the UL Recognized Component Mark on the product. 2
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Certificate number(s): UL-US-2417098-3, UL-US-2417097-3

Report reference: E534203-20231023
Issue Date: 2026-05-19

Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized 
licensee of UL. For questions, please contact UL Solutions Customer Service at https://www.ul.com/contact-us.
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This is to certify that representative samples of the product as specified on this certificate were tested according to the 
current UL requirements.
Class I, Division 1, Group A, B, C and D, Gas Sensor
Model(s): MIPEX-04-B-CC-D.E MIPEX-04-B-CC-D.E (where B is any number from 1 through 2, followed by CC which 
is any two number combination, followed by D which is 3, followed by .E which is .1)

Class I, Division 1, Group A, B, C and D, Gas sensor
Model(s): MIPEX-02-B-C-D.1Z MIPEX-02-B-C-D.1Z (where B is any number from 1 through 4, followed by C which is 
either I or II, followed by D which is any number from 1 through 3, followed by .1, followed by Z which is A)

Zone 0, Class I, Zone 0, AEx ia op is IIC Ga, Gas sensor
Model(s): MIPEX-04-B-CC-D.E MIPEX-04-B-CC-D.E (where B is any number from 1 through 2, followed by CC which 
is any two number combination, followed by D which is 3, followed by .E which is .1)

Zone 0, Class I, Zone 0, AEx ia op is IIC Ga, Gas sensor
Model(s): MIPEX-02-B-C-D.1Z MIPEX-02-B-C-D.1Z (where B is any number from 1 through 4, followed by C which is 
either I or II, followed by D which is any number from 1 through 3, followed by .1, followed by Z which is A)
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Issued to:  

MGS TECHNOLOGY DOO
Bulevar Patrijarha Germana 91, Beli Potok, Beograd, RS
This certificate confirms that representative samples of:
JOVE8 - Flammable Gas Sensors for Use in Intrinsically Safe 
Apparatus for Use in Zone Classified Hazardous Locations 
Certified for Canada - Component
JOVA8 - Flammable Gas Sensors for Use in Intrinsically Safe 
Apparatus for Use in Hazardous Locations Certified for Canada 
- Component
See Addendum Page for Product Designation(s). 

Have been evaluated by UL in accordance with the component requirements in the 
Standard(s) indicated on this Certificate. UL Recognized components are 
incomplete in certain constructional features or restricted in performance 
capabilities and are intended for installation in complete equipment submitted for 
investigation to UL LLC.

CSA C22.2 NO. 60079-11, Edition 2, Issue Date: 2014-02-01
CSA C22.2 No. 60079-28, Edition 1, Issued 2016-12-01
CSA C22.2 NO. 60079-0, Edition 4, Issue Date: 2019-02-01
Additional Information:
See UL Product iQ® at https://iq.ulprospector.com for additional information.

Certificate Number(s):
UL-CA-2413915-3
UL-CA-2413914-3

Report Reference:
E534203-20231023

Issue Date:
2026-05-19

This Certificate of Compliance indicates that representative samples of the product 
described in the certification report have met the requirements for UL certification. 
It does not provide authorization to apply the UL Recognized Component Mark. Only 
the Authorization Page that references the Follow-Up Services Procedure for 
ongoing surveillance provides authorization to apply the UL Mark. 

Only those products bearing the UL Recognized Component Mark should be 
considered as being UL Certified and covered under UL’s Follow-Up Services. 

Look for the UL Recognized Component Mark on the product. 1

Certificate of 
Compliance
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This is to certify that representative samples of the product as specified on this certificate were tested according to the 
current UL requirements. 
Class I, Division 1, Group A, B, C and D, Gas Sensor
Model(s): MIPEX-04-B-CC-D.E MIPEX-04-B-CC-D.E (where B is any number from 1 through 2, followed by CC which 
is any two number combination, followed by D which is 3, followed by .E which is .1)

Class I, Division 1, Group A, B, C and D, Gas sensor
Model(s): MIPEX-02-B-C-D.1Z MIPEX-02-B-C-D.1Z (where B is any number from 1 through 4, followed by C which is 
either I or II, followed by D which is any number from 1 through 3, followed by .1, followed by Z which is A)

Zone 0, Ex ia op is IIC Ga, Gas sensor
Model(s): MIPEX-02-B-C-D.1Z MIPEX-02-B-C-D.1Z (where B is any number from 1 through 4, followed by C which is 
either I or II, followed by D which is any number from 1 through 3, followed by .1, followed by Z which is A)
Model(s): MIPEX-04-B-CC-D.E MIPEX-04-B-CC-D.E (where B is any number from 1 through 2, followed by CC which 
is any two number combination, followed by D which is 3, followed by .E which is .1)




